
Power Info

Track Info

ESC Model

Firmware Ver.

Battery

(           deg )

Track/Nation

Track Type :

Traction :

Temp :

Driver Comment

SETUP DATA

Driver :

Event :

Date :

Race Result :

SHR V2.60

Motor (Timing)

Rotor Size

Gear Ratio

Technical          Mixed          Fast

Low          Medium          High

Indoor          Outdoor            On-Road          Off-Road

Operation Mode

Reverse Speed

LiPo Cells

Low Volt Cut

Drag Brake

Initial Brake

Full Brake

Brake Rate

Power Level

Neutral Dead Band

Temp Cut Set

Coast Value

Drive Mode

Boost Timing

Turbo Timing

Turbo Delay

BEC Voltage

Rotation Mode

Forward & Brake          For/Rev & Brake          Forward & Reverse

25%          50%          75%          100%

Disable          2.9V/cell          3.0V/cell          3.2V/cell          3.4V/cell          3.6V/cell          Custom :         V/cell

% (0~50% Adjustable)

=Drag Brake          % (0~50% Adjustable)

15%          30%          40%          50%          65%          75%          80%          85%          90%          95%          100%

6%          9%          12%

Off          105C/221F          125C/257F

(0~20% adjustable)

Hybrid             Full Sensored        

deg (0~30deg Adjustable)

deg (0~30deg Adjustable)

6V          7.4V

CCW        CW

Auto 2S 3S 4S 5S 6S

(1~20 Adjustable)

0.05sec          0.1sec          0.15sec          0.2sec          0.25sec          0.3sec          0.35sec          0.4sec          instant

VALUE

(Only FLETA M8 V2 ESC)

(1~19 adjustable)


	Event: 2020 Mugen Challenge
	Driver: Anthony Mazzara
	Date: 8 / 23 / 2020
	Race Result: 1/8 E-Tuggy TQ & 1st Place
	ESC Model: Fleta M8 V2
	Firmaware Ver: M8 V2 ESC V3.0
	Battery: IMPACT 6500 14.8V 2S LiPo
	Motor: Fleta ZX8 Evolution 2200kv
	Rotor size: Standard
	Gear Ratio: 15/44 in Mugen MBX8T Eco
	Deg: 
	Track Nation: LCRC Raceway / Oakland Mills, PA
	Track info door: 선택1
	Track info Road: 선택1
	Track infoType: 선택1
	Track infoTraction: 선택1
	Track info TEMP: 선택1
	Track Temp Text: 90
	Comment: 
	OM: 선택1
	RS: 선택1
	LVC: 선택1
	LVC_Text: 
	DB_Text: 0
	IB: 선택1
	IB_Text: 
	FB: 선택1
	BR_Text: 20
	PL_Text: 1
	DF: 선택1
	NDB: 선택1
	TCS: 선택1
	CV_Text: 0
	TT_Text: 0
	TD: 선택1
	BECV: 선택1
	ROM: 선택1
	DMode: 선택1
	BT_Text: 0


